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collection by Kingsman

Unit Illustrated is a MQZDV4634N Zero Clearance Direct Vent Gas Fireplace - Natural Gas, MQLOGF46 Fiber Split Oak Log Set, and MQ46RLT Traditional Brick Liner.



Give a 
warm  
welcome

Unit Illustrated is a MQZDV4634N Zero Clearance Direct Vent Gas Fireplace - Natural Gas, MQRSP39BL Glass and Rock Tray Support Platform, MQG5A Decorative Ember Glass - Azuria, 
MQ46PL Porcelain Reflective Liner and Decorated with MQG10B Black Glass on the bottom of the fireplace. 
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Fireplace General Dimensions 
MQZDV3927 MQZDV4634 

 
 

 

 

Figure 3 - General dimensions for the fireplace.

fireplace general dimensions

Grand in style and stature, the new 

Cove makes a contemporary 

statement in any home. 

decorative ember glass

MQG5W

white 1/2” glass 

MQG5A

Azuria 1/2” glass  

MQG5C

bronze 1/2” glass  

MQROCK3

ROCK SUPPORT PLATFORM  



Model	 MQZDV3927N	 MQZDV3927LP	 MQZDV4634N	 MQZDV4634LP
		  MQZDV3927NE	 MQZDV3927LPE	 MQZDV4634NE	 MQZDV4634LPE
Fuel	N atural Gas	 Propane	N atural Gas	 Propane	
Input High	 42,500 BTU	 40,500 BTU	 59,000 BTU	 55,500 BTU	
Input Low 	 29,000 BTU	 32,000 BTU	 40,500 BTU	 44,000 BTU	
FE (P.4.1-02)	 70.6%/72.87%	 70.6%/72.87%	 54.4%/56.1%	 54.4%/56.1%
Viewing Area	 26 3/4” W x 34 1/4”H	 33 7/8”W x 44”H		
Venting	 5/7” Kingsman Flex or 5/8” with Adapter	 7/10” Kingsman Flex Vent
					   

BRICK Liner options
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Framing your Gas Fireplace 
NOTE: The diagrams shown are only intended to illustrate dimensions. They are not to be used as advice for 
construction practices. Please have the appliance framed and installed by a qualified installer adhering to local 
building codes and practices. 

Choose a fireplace location and frame it in accordance with the framing dimensions as illustrated in Figure 4 and Figure 5. 
Bend the four [4] nailing tabs on the side of the appliance forward 90 degrees. Make note that the distance between the front 
face of the fireplace and the nailing tab is approximately 1/2” [1.27cm]. This implies that 1/2” facing material is required to 
ensure that the unit is flush with the wall. 

 

MQZDV3927 MQZDV4634 

 

 

 

Figure 4 - Side view of framing guide.

Propane Horizontal Installations 
For horizontal vent runs of 1ft [0.30m] or greater, on propane models, it is 
recommended that the vent rise 12in [30.5cm] from the top of the appliance before 
the horizontal elbow. This allows for cleaner combustion, and greatly reduces 
carboning of the glass. 

Cold Climate Recommendation 
When installing this fireplace against a non-insulated exterior wall or chase, it is recommended that the outer walls be 
insulated to conform to applicable insulation codes. Drywall must be installed over insulation material to prevent direct 
contact with the appliance. 
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For horizontal venting, with a 90° bend directly from the unit, please note the following: At the top of the 90° bend there must 
be a clearance of at least 4” [10.1cm] for the MQZDV3927 and 11” [27.9cm] for the MQZDV4634 between the pipe and any 
combustible material. This is illustrated in Figure 4. For the rest of the length, along the top of the horizontal pipe, a minimum 
clearance of 2-1/2” [6.4cm] for the MQZDV3927 and 3-1/2” [8.9cm] for the MQZDV4634 is required. Please refer to the 
Venting section of this manual for a detailed guide in vent configurations. 

This unit allows for flooring or hearth material to extend 1-3/4" [4.4cm] above the bottom of the fireplace. Refer to the facing 
material section for dimensions and details. Make note of the non-combustible material areas. 

The minimum ceiling height for this unit is 5ft [1.52m] for the MQZDV3927 and 6ft [1.83m] for the MQZDV4634. Please note 
that it is possible to raise the appliance above the floor. However, it is crucial to maintain the minimum ceiling height. For 
example: If the height from the floor to the ceiling of the living space is 10ft [3.05m] then the appliance can only be raised a 
maximum of 5ft [1.52m] for the MQZDV3927 and 4ft [1.22m] for the MQZDV4634. 
 

MQZDV3927 MQZDV4634 

 

 
 

Figure 5 – Other framing design considerations.
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framing your gas fireplace

corner frame dimensions 

MQ39RLH, MQ46RLH

herringbone 

MQ39RRH, MQ46RRH

herringbone Red

MQ39RLT, MQ46RLT

traditional

MQ39RLS, MQ46RLS

sandstone

Standard Features
	 >	SIT Valve with Hi/Lo Flame and BTU Adjustment

	 >	Accent Lighting

Optional Features
Choice of Millivolt or IPI electronic ignition system with battery backup,  
and cold climate switch

Log Set – Fiber Split Oak

Glass or Rock Tray Support Platform

Rock Sets – Contemporary Collection in Natural, or Multi-Colored

Decorative Glass – White, Blue, or Bronze

Porcelain Panels or choice of Brick Liners

Remote Controls – On/Off, Thermostat, Modulating 
and Fan/Light Control Module

Fan Kit - Heat activated with variable speed control.

Thermostat - Wall mount or Programmable.
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collection by Kingsman

2340 Logan Avenue
Winnipeg, Manitoba, Canada  R2R 2V3
Phone: 204.632.1962  Fax: 204.632.1960 
www.marquisfireplaces.net

B071  –  10/09

Kingsman Fireplaces maintains a program of continuous testing refinement  
and improvements of all its products. Some aspect of units shown here may  

be changed at any time without notice or obligation.

Certification: The models MQZDV3927N, MQZDV3927LP, MQZDV3927NE, MQZDV3927LPE  
are certified as a Vented Gas Fireplace Heater ANSI Z21.88-2009,CSA 2.33-2009, CGA 2.17-M91  

The models MQZDV4634N, MQZDV4634LP, MQZDV4634NE, MQZDV4634LPE are certified  
as a Vented Gas Fireplace ANSI Z21.50b-2009, CSA 2.22b-2009, CGA 2.17-M91

Unit Illustrated is a MQZDV3927N Zero Clearance Direct Vent Gas Fireplace - Natural Gas, MQLOGF39 Fiber Split Oak Log Set, and MQ39RLT Traditional Brick Liner.


